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INTRODUCTION @E ENS SPINDLE

ENS SPINDLE (Formerly EXEMPLAR-NIHON) was established in
Sinnar, Nashik, Maharashtra in 1998, with technology from the world
famous Nihon Spindle, Japan.

Our Textile Spindles are manufactured with high precision
engineering standards backed by stringent quality assurance.

We use special manufacturing technology like die casting, swaging
to make high quality spindles. These processes have been
developed through in-house research and development expertise of
Nihon Spindle

You are thus assured of the latest technology for the required
performance of the spindle with respect to precision for high speed
and durability.

FEATURES

+ Perfect verticality of spindle is ensured for better performance and reduced power consumption.

* Longer life expectancy of spindles due to unique and specialized blade manufacturing (swaging) technology
developed in-house.

*  Wharve diameter up to 18,5 mm.

*  Our continuous technology updates can be supplied as per customer
choice for high spindle speed upto 25,000 rpm (mechanical).

* Spindles can be supplied to any specification and tailor made to customer requirements for any make of Ring
Spinning or Ring Twisting Machine. We also supply to OEMs,

ADVANTAGES

* High speed upto 25,000 rpm (mechanical) as per spindle model.
* Stable and vibration free rotation.

* Reduced power consumption.

* Excellent durability.

*  Saving of oil.

HIGH SPEED SPINNING SPINDLE

Our Spindle has been designed, manufactured and checked to the exact requirements and tolerances for high speed
spinning.

The following are also to be considered for perfect performance and life:

* The axial directional load (running part + ring bobbin + yarn volume) and the total length of the ring bobbin are
respectively within the specified limit values.

« Spindle type as per the speed, load factor and yarn count.

* Precision of the ring bobbin.

Checks required are:

« Clearance at bottom seat (at DUI) and run out of ring bobbin are as per standard specifications.
= Protrusion of ring bobbin from spindle top to be minimum (max. 20mm)



OUR CUSTOMIZED PRODUCTS
SPINDLES

Aluminium Aluminium Plug Type Tangential Bare Blade
Plug Type for Auto Doffing Drive Type Type

BRAKES

Finger Brake Knee Brake

Standard Type Butterfly Type Short Tail Type Long Tail Type Wire Type

SPINDLES OF OTHER DESIGNS / SPECIFICATIONS CAN BE CUSTOM MADE.
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