NEEDLE AND SINKER OILS FOR KNITTING MACHINES
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TEXTOL BRAND LUBRICANTS FOR KNITTING MACHINES

> advanced sta

of development of the high-grade te

e industry lubricants used all over

the world under the brand name of TEXTOL is the result of our Re:

>h and Development

which has been conducted continuously for decades. User-specific solutions benefit from this

wealth of experience.

er+Gmelin are certified to DIN EN ISO 9001 and have implemented an intec

quality assurance. This QM system makes it possible to network absolutely all the quality re

quirements, ensuring that customers can always

ely entirely on all our products and services

Needle and sinker oils have to meet many different requirements:

* they have to provide the machines witl

optimum lubrication

* they must give needles

degree of prot

tion agair

heat that develops durin
cess must be dissipated by the lubricant
* the lubricant must be non-gumming and

non-sticking

the viscosity of the lubricant should be

largely constant at different rotational speeds

and temperatures

* prevention of corrosion

good lubricant compatibility with a wi

riety of machine materials and yasn materials

must be guaranteed

it must be possible to wash the oils out
thoroughly.

In the DIN 62136-1 standard the above characteristics were listed as minimum reguire-

D N ments in order to define appropriate petroleum-based needle and sinker lubricants for
modern circular knitting applications

As specialists in textile machinery lubricants Ze“er‘ﬂ'Gmelin

Zeller+Gmelin naturally meet these requirements! Mineraléle - Druckfarben - Chemie
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